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SPECIAL EDITION



glass staircases
Faraone around the world

Regale Glass Stair - Rubie Corporate Plaza, New York
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glass staircases
Faraone around the world

Titania Glass Stair - Billionaire, Istanbul

Mathis Glass Stair - Roberto Cavalli flagship, New York

Mathis Glass Stair - Montevideo
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glass staircases
Faraone around the world

Mistral Glass Stair - Italy NINFA S

Imperiale Glass StairAnima Glass Stair - AmsterdamRegale Glass Stair - Japan
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TURIN CERTIFIED VIEW CR7

ImagINE yoUR CERTIFIED paNoRama WITh

NINFA
“Italy, 
a beautiful 
sight to enjoy”
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The all-glass balustrade

PROJECT

Enjoy the show
in Real HD 
with NINFA

STORY
10 yeas of experience with NINFA

lINeA

cANopy
200 kg/m 
> with NINFA system.
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NINFA 2

NINFA 2° GeNeRATIoN 
300 kg/m
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NINFA 250 

NINFA FRoNT-BASe
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NINFA 3  NINFA 90 NINFA 
MUReTTo 50

NINFA 3° GeNeRATIoN 
200 kg/m - 300 kg/m

NINFA oN A loW WAll 
200 kg/m 

NINFA oN A loW WAll 
200 kg/m 
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NINFA 190 

NINFA FRoNT-BASe
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NINFA ScAlA
NINFA BAlcoNy

NINFA S
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NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NINFA 5

NINFA
STADIO

NUOVO
2019

NUOVO
2019

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2

C2

C3

C3

C3

110 cm

120 cm

140 cm

150 cm

300 cm

10/10/0.76

10/10/1.52

12/12/1.52

10/10/SG

12/12/SG

VETRO NON
TEMPRATO
Stratobel
Strong

NORMALE
VETRO
TEMPRATO/
INDURITO

RESISTENZE
FINO AI
1000 kg DI
SPINTA PER
METRO

NINFA 5
CARTER
QUADRO

LA NUOVA FAMIGLIA NINFA 5

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NINFA 5

NINFA
STADIO

NUOVO
2019

NUOVO
2019

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2

C2

C3

C3

C3

110 cm

120 cm

140 cm

150 cm

300 cm

10/10/0.76

10/10/1.52

12/12/1.52

10/10/SG

12/12/SG

VETRO NON
TEMPRATO
Stratobel
Strong

NORMALE
VETRO
TEMPRATO/
INDURITO

RESISTENZE
FINO AI
1000 kg DI
SPINTA PER
METRO

NINFA 5
CARTER
QUADRO

LA NUOVA FAMIGLIA NINFA 5

NINFA STAdIo

NINFA 5

NINFA 175 
NINFA 185

NINFA 175

NINFA 195

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NUOVO
2019

(SOSTITUISCE
NINFA 180)

NUOVO
2019

(SOSTITUISCE
NINFA 170)

NUOVO
2019

(SOSTITUISCE
NINFA 190)

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2

C2

C2

C2

C3

C3

110 cm

110 cm

120 cm

140 cm

130 cm

130 cm

10/10/1.52

10/10/1.52

10/10/1.52

12/12/1.52

8/8/0.76

8/8/0.76

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

SISTEMA DI
MONTAGGIO
DALLA
PARTE
INTERNA
DEL
MURETTO

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

LA NUOVA FAMIGLIA NINFA 5

INTERNO

ESTERNO

ESTERNO

NINFA 185

NINFA 185

NINFA 175

NINFA 195

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NUOVO
2019

(SOSTITUISCE
NINFA 180)

NUOVO
2019

(SOSTITUISCE
NINFA 170)

NUOVO
2019

(SOSTITUISCE
NINFA 190)

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE
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REGISTRO:
POSA PIÙ
VELOCE

C2

C2

C2

C2

C3

C3

110 cm

110 cm

120 cm

140 cm

130 cm

130 cm

10/10/1.52

10/10/1.52

10/10/1.52

12/12/1.52

8/8/0.76

8/8/0.76

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

SISTEMA DI
MONTAGGIO
DALLA
PARTE
INTERNA
DEL
MURETTO

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

LA NUOVA FAMIGLIA NINFA 5

INTERNO

ESTERNO

ESTERNO

NINFA 55

NINFA 105

NINFA 55

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NUOVO
2019

NUOVO
2019

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2
NON RESISTE
AL PENDOLO

C2

C2

C2

110 cm

120 cm

50 cm

80 cm

8/8/0.76

8/8/0.76

6/6/0.76

UN PROFILO
SUPER
MINIMALE

UN PROFILO
MINIMALE

10/10/1.52

NINFA 55
CARTER

ANTISCAVALCO

LA NUOVA FAMIGLIA NINFA 5

C2
NON RESISTE
AL PENDOLO

50 cm6/6/0.76

C2 80 cm8/8/0.76

NINFA 105

NINFA 105

NINFA 55

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NUOVO
2019

NUOVO
2019

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2
NON RESISTE
AL PENDOLO

C2

C2

C2

110 cm

120 cm

50 cm

80 cm

8/8/0.76

8/8/0.76

6/6/0.76

UN PROFILO
SUPER
MINIMALE

UN PROFILO
MINIMALE

10/10/1.52

NINFA 55
CARTER

ANTISCAVALCO

LA NUOVA FAMIGLIA NINFA 5

C2
NON RESISTE
AL PENDOLO

50 cm6/6/0.76

C2 80 cm8/8/0.76

NINFA 195 

NINFA 185

NINFA 175

NINFA 195

NOME DISEGNO ANNO
I SUOI

VANTAGGI

VETRI

PREVISTI
CLASSE

ALTEZZA

MAX

VETRO

REGISTRAZIONI

SOLO LATO

INTERNO

NUOVO
2019

(SOSTITUISCE
NINFA 180)

NUOVO
2019

(SOSTITUISCE
NINFA 170)

NUOVO
2019

(SOSTITUISCE
NINFA 190)

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

NUOVO
REGISTRO:
POSA PIÙ
VELOCE

C2

C2

C2

C2

C3

C3

110 cm

110 cm

120 cm

140 cm

130 cm

130 cm

10/10/1.52

10/10/1.52

10/10/1.52

12/12/1.52

8/8/0.76

8/8/0.76

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

SISTEMA DI
MONTAGGIO
DALLA
PARTE
INTERNA
DEL
MURETTO

SISTEMA DI
MONTAGGIO
FRONTE
SOLAIO

LA NUOVA FAMIGLIA NINFA 5

INTERNO

ESTERNO

ESTERNO
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tHe all-glass BalustraDe

Ground fixing - Lake Como

In-floor drowned fixingLateral Fixation Internal Fixation Internal Fixation

Fixing on the wall
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aluMinuM glass BalustraDe

Lateral Fixation Lateral Fixation

Ground fixing
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aluMinuM glass BalustraDe

Ground fixing - step

Ground fixing

Lateral Fixation

Lateral Fixation
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glass BalustraDe - point of Design steel railings
ALBA

R09-ALU

R09-A

R09-B
R09-C

R09-D
R09-E

Lateral Fixation
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curtain wall
Klima with 2 glass sheets Klima with 3 glass sheets

Glass solution for facade. Klima, Air System, Quadrifoglio.

KLIMA curtain wall FORUM Medical Center - Porto d’Ascoli

Guatemala CityCRUISE LOTO Spider glass
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Partition walls and integrated doors in glass and aluminum The all-glass sliding door with minimal design

glass Doors anD partitions

GENOMA Lab - Rome.

22

ita
lia

n 
st

yl
e

23

ita
lia

n 
st

yl
e

 www.faraone.itwww.faraone.it 

http://bit.ly/2AoqiaQ
http://bit.ly/2AoqiaQ


The all-glass canopy

glass canopies

LINEA MAXI deep up to 1,8 m LINEA MINI deep up to 1,2 m 

LINEA deep up to 1,5 m LINEA PLUS deep up to 1,5 m 
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custoM glass canopiesglass canopies
Clock, Sfera-N, Gran Sasso with inox fittings and glass. Send us your drawing!

CLOCK deep up to 1,5 m 

GRAN SASSO deep up to 1,2 m Special solution - ItalySFERA-N deep up to 1,5 m 

26

ita
lia

n 
st

yl
e

27

ita
lia

n 
st

yl
e

 www.faraone.itwww.faraone.it 

http://bit.ly/2AoqiaQ
http://bit.ly/2AoqiaQ


glass sHower Box  NEW
2020 electric pull-HanDle 

•	 The first pull-handle with incorporated electric lock.
•	 Electric lock inserted in the pull-handle, with electric board, backup battery.
•	 Opening with badge or remote control, on demand.

1. Power system
2. Electric lock inserted in the tube
3. Magnetic sensor
4. Magnet
5. Upper locking pinlower locking pin
6. Bugde player / radio receiver
7. Electronic conduct and control card (timer programming)
8. With buffer lithium polymer battery for emergency

ROYAL: Pull-handle with incorporated electric lock.

Alcune applicazioni dell’elettroserratura / Some applications of the electric lock

ROYAL versione standard / ROYAL standard version
ROYAL-01-S
ROYAL-01-L

ROYAL-01-S-1 euro 3.650,00
ROYAL-01-L-1 euro 3.730,00

1

3

4
2

5

8

7

6 6

4
3

1

2
5

minimum
250 mm

6

4
3

1

2
5

1

3

4
2

5

8

7

6

minimum
250 mm

ROYAL-02-S
ROYAL-02-L

ROYAL-02-S-1 euro 5.240,00
ROYAL-02-L-1 euro 5.320,00

ROYAL versione special / ROYAL special version
ROYAL-02-S-4 euro 3.140,00
ROYAL-02-L-4 euro 3.240,00

ROYAL-02-S-5 euro 5.300,00
ROYAL-02-L-5 euro 5.380,00

ROYAL-02-S-6 euro 3.220,00
ROYAL-02-L-6 euro 3.330,00

ROYAL-02-S-7 euro 5.460,00
ROYAL-02-L-7 euro 5.560,00

ROYAL-03-S euro 1.710,00
ROYAL-03-L euro 1.710,00

ROYAL-02-S-2 euro 3.160,00
ROYAL-02-L-2 euro 3.270,00

ROYAL-02-S-3 euro 5.400,00
ROYAL-02-L-3 euro 5.500,00

ROYAL

progettista . Mirabella Giuseppe

- 
 
 
- 
 
 

 
 

 
 

maniglione con serratura elettrica incorporata.
pull-handle with incorporated electric lock.

Alcune applicazioni dell’elettroserratura / Some applications of the electric lock

ROYAL versione standard / ROYAL standard version
ROYAL-01-S
ROYAL-01-L

ROYAL-01-S-1 euro 3.650,00
ROYAL-01-L-1 euro 3.730,00

1

3

4
2
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8

7

6 6

4
3

1

2
5

minimum
250 mm
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1

2
5

1

3

4
2

5

8

7

6

minimum
250 mm

ROYAL-02-S
ROYAL-02-L

ROYAL-02-S-1 euro 5.240,00
ROYAL-02-L-1 euro 5.320,00

ROYAL versione special / ROYAL special version
ROYAL-02-S-4 euro 3.140,00
ROYAL-02-L-4 euro 3.240,00

ROYAL-02-S-5 euro 5.300,00
ROYAL-02-L-5 euro 5.380,00

ROYAL-02-S-6 euro 3.220,00
ROYAL-02-L-6 euro 3.330,00

ROYAL-02-S-7 euro 5.460,00
ROYAL-02-L-7 euro 5.560,00

ROYAL-03-S euro 1.710,00
ROYAL-03-L euro 1.710,00

ROYAL-02-S-2 euro 3.160,00
ROYAL-02-L-2 euro 3.270,00

ROYAL-02-S-3 euro 5.400,00
ROYAL-02-L-3 euro 5.500,00

ROYAL

progettista . Mirabella Giuseppe

- 
 
 
- 
 
 

 
 

 
 

maniglione con serratura elettrica incorporata.
pull-handle with incorporated electric lock.

GLASS DOOR WITH ELECTRIC LOCK 
(SOLUTION ON WALL)

GLASS DOOR WITH ELECTRIC LOCK 
(TOP WINDOW SOLUTION)
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regulations anD safety
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Faraone was the first company in Italy to highlight and promote 
the regulations on balustrades and canmopies.

CERTIFICATIONS
Glass balustrades Ninfa & MAIOR: 
PRIVATE + PUBLIC CERTIFICATIONS
“more than 1000 glass panels used in our tests”

GERMANY: Lab. Friedman & Kirchner, AbP.
FRANCE: Lab. CEBTP, CAT FROM C1 TO C4.
UNITED KINGDOM: Lab. LUCIDEON, UP TO CAT 1,5 kN/m.
USA: Lab. BLACKWATER TESTING, tested up to a wind load of 268 psf 
(12,8 kN/mq).
ITALY: Lab. Istituto Giordano / Politecnico Di Milano / Abruzzo Test
CAT C2, C3 UP TO 5kN/m.

we respect 
tHe NOrMs
iN every 
cOuNtry.
Faraone always carries out assiduous and constant 
experimental campaigns on glass railings, accompanied by 
certificates stamped by authorized laboratories, becoming a 
leader in security and a point of reference in Italy.

The tests performed on railings samples, with the 
mentioned railing strictly fixed to a slab in reinforced 
concrete class 
C25 / 30, is substantially divided into three different types:

•	pre-break static testing
•	post-break static tests
•	dynamic tests with pendulum

DYNAMIC TEST

THE SEQUENCE UNI:11678
THRUST TEST

BEfoRE AftER

LUMEN: Illuminate with elegance.

1. GLASS LUMEN 10+10
2. GLASS NORMAL 10+10

1

2

ThE aLL-gLaSS CaNopy

BALUSTRADES + LUMEN

GLASS SHEETS
Two sheets of extra-clear laminated glass + With PVB film of interlayer 
security. Housed inside an extruded profile of anodized aluminium and 
narrowed by a clipband that acts as a resistance block to the thrust.

LED LIGHT
•	 Integrated inside the profile. 
•	 It allows heat dissipation naturally.
•	 High light transmission to a height of 1m.
•	 Low power consumption. This technology generates energy 

savings reaching as much as 90% compared to traditional light 
sources.

•	 Long LIFE. LEDs guarantee a life cycle around 20 times longer 
than normal light bulbs.

•	 Respect of the environment. It is a non-polluting light form.
•	 Lumen offers spectacular light Effects. The LEDs can radiate 

monochromatic or multicolour lights, following the RGB scale.
•	 Versatility. For internal or external purposes.

glass for leD
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 www.faraone.itwww.faraone.it 

http://bit.ly/2AoqiaQ
http://bit.ly/2AoqiaQ


fARAoNE S.r.l. 
Via po, 12. 64018 Tortoreto (TE) Italy. 
t. +39 0861.784200  |  f. +39 0861 781035  
faraone@faraone.it  |  www.faraone.it

If you want a quotation, please send us a request with drawing, approximate 
linear measurements, your address and phone number.
You will be contacted by our export office.

If you like to receive a quotation, send us a picture, measures, your address and telephone number.

Would you like to receive NINfA 5 
sample with not-tempered glass 
Stratobel Strong?  
The samples are delivered in their suitcases
at the price of 28,00, transport included (in Italy).

Titania Glass Stair - Dakar
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